
 BUILDING SPECIFICATIONS 

6 VILLAS IN CAMPOMIJAS

MÁLAGA



 Reinforced concrete frame and foundation. Concrete beam and pot 
ceiling  and/or concrete waffle slab on reinforced concrete 

and/or metallic pillars, according to project. .

 The houses' main finish will be waterproof white mortar in white stone
effect paint. Some parts will be covered with ceramic facing tiles to 

boost the volumes of the building. 
Building envelope with masonry wall, half foot semi-solid bricks finished 10 mm on the inside. 

Mineral wool and cavity walls for thermal and acoustic insulation. To grant an optimum 
thermal comfort, the walls will be lined with 7 cm double hollow bricks, garnished 

and coated with screed plaster. Smooth plastic paint interiors. 

 Accessible inverted roof above habitable areas with non-slip tile flooring, 
bonding mortar, asphalt shingle moisture barriers, geotextile felt, a protection mortar 

bed and extra-thick, rigid polystyrene panels for thermal and acoustic insulation. 
Non-accessible flat roofs above habitable areas 

will have the same features, except gravel finished. 

 External white aluminium carpentry with thermal bridge breakage or PVC carpentry. 
Glass with intermediate air chamber, (5/12/6) minimum requirements. 

Big size sliding and tilt and turn windows, according to project. 
Electric roller blinds in bedrooms. Aluminium or PVC slats, colour 

matching external carpentry. 
Safety glass around ground floor, (5+6/12/16) requirements. 

Safety front doors with at least 3-point locks. 
80 cm internal doors lacquered in white, according to project, 

with steel handles. 
Bedrooms will have white modular, sliding wardrobes, according 

to project. Wardrobes will be lined and divided. 
Lined and divided dressing room in master bedroom. 

 STRUCTURE 

 FAÇADE 

INTERIOR CARPENTRY 

 EXTERNAL WOODWORK 

 ROOFS 

Partition walls between rooms will be built with 
7 cm or 9 cm double hollow bricks. 

Tiling and wall thickening in wet rooms. 

PARTITION WALLS 

ENERGY CERTIFICATE

 Energy Certificate label A in all buildings. 



TILING 

PLASTERING AND PAINTWORK 

KITCHEN AND APPLIANCES 

TELECOMS AND WIRING 

High-quality stoneware tiles in bathrooms. Wall covering in white or 
stoneware tiles from Roca, Saloni or a similar brand. 

High-quality stoneware tiles and/or white wall covering in the
kitchen, laundry room and in the rest of wet rooms. 

Smooth, matte, white plastic paint after screeding and plastering 
in hall, living room, corridors and bedrooms. 

Laminated plaster or plaster false ceiling in kitchen or bathrooms, halls, 
landings and in every area that needs later installations. 

Plastic paint walls and ceilings in the garage. 

Thermostable shelves and cupboards. Soft-close drawers. Stainless steel 
column unit for oven and microwave. 

Built-in dishwasher and fridge. Induction hob and cooker hood. Brands: Siemens, Bosch or similar. 
Compact quartz counter. 

Stylish, built-in electric fireplace in living room. 

Outlet plugs for telephone and television in living room, 
kitchen and bedrooms. Switches and sockets according to project. 

Automatic video intercom from Fermax or similar. 
VHF, UHF and FM outlets, telephone, cable duct channel for fibre optic. 

Pre-installation of home automation and alarm. 

Bathrooms in white vitrified porcelain. Wall hung toilets from top brands: 
Roca, Duravit or similar. 

Shower tray and/or bath according to project. 
Screens in shower trays. 

Monoblock mixer taps in basins. Thermostatic mixers in showers and baths. 
Top brands: Grohe, Roca or similar. 

Ceramic laundry basins and monoblock mixer taps in laundry rooms. 
Compact quartz and/or porcelain counters. 

BATHROOMS 

 

All areas, both ground and upper floor, will be paved with high-quality 
stoneware tiles from Roca, Saloni or a similar brand. 

Wet rooms will be paved with stoneware tiles from Roca, 
Saloni or a similar brand. 

Outdoor areas surrounding the house will be paved with stoneware 
tiles and/or non-slip tiles, according to project. 

Front steps' risers and treads will be paved with natural stone or stoneware tiles. 
The garage will be polished concrete. The rest of the basement will have 
the same features as the main areas, except the utility and storage room. 

PAVING 



 

Ventilation system that renews and filters the air indoors via dual-flow heat 
recovery ventilation, maintaining the same temperature and 

improving the house's air quality. 

Enclosed plot with lighting around pedestrian access and driveway using 
energy-saving lamps. 

Sprinkler systems in landscaped areas. 
LED lighting outdoors. 

Main façade will be closed with concrete or stone walls. 
The rest of the façade will be fenced with electro-welded folded panels ranging 1.5 m-1.8 m. 

Remote controlled vehicle entrances, both garage and sliding fence gate. 
Steel access doors (pedestrian and driveway) treated with anti-rust paint. 

AEROTHERMIC HEATING AND SANITARY HOT WATER 

Underfloor heating system in every room. DHW production via energy-efficient 
aerothermic systems, outdoor and indoor units in every house. Top brand equipment: 

Mitsubishi, Saunier Duval, Panasonic or similar. 
Air conditioning in living room and bedrooms. 

LANDSCAPED AREAS AND PLOT 

SWIMMING POOL 

Infinity pool in Villas C and D. Regular pool in Villas A, B, E and F. 
Energy-saving LED lighting. 

DECK

Wooden and/or galvanised steel pergola, painted according to project. 
Floor with ceramic tiles. Barbecue. Sink with a tap. D

eck dimensions will be 5.5 m long and 3 m wide approximately, except in Villa E, 
which does not have a pergola. 

LIFT 

Automatic door, 3 stops. Holds up to 4 people. 

SOLARIUM (OPCIONAL)

Accessible terrace with non-slip ceramic flooring and 
safety perimeter glass railing. 

MECHANICAL DUAL-FLOW HEAT RECOVERY
VENTILATION SYSTEM 

PLEASE NOTE: During the project development , the site manager reserves the right to modify 
the building specificat ions for technical, commercial, supply or administrative reasons. 

This document shall be valid for informational purposes only, not convey a contractual obligation.

PLEASE NOTE: During the project development, the site manager reserves the right to modify the building specifications 
for technical, commercial, supply 
or administrative reasons. This document shall be valid 
for informational purposes only. It does not convey a contractual obligation.


